
CREATING A DART FIELD 

 

PREPARING THE DART FIELD 

Creating a Dart field consists of these parts: 

1-Selecting the area 

2-Hanging the Board 

3-Creating the shooting line 

4-Lighting the area 

 

SELECTING THE DART FIELD 

-The area to be selected should be at least 3x3 meters in size. 

-The area to be selected should not be directly on a hard concrete floor. 

-If an area will be created on a hard floor, a carpet or mat should be laid under the board. 

-If a carpet is laid on the floor between the board and the shooting line, the shooting distance 

will naturally be determined. 

 

HANGING THE BOARD 

-The height of the board from the ground is 1.73 m up to the red dot (bulle) in the center. 

-There is a screw place in the center of the back of the board. The screw provided should be 

screwed to this place by ½ cm. 

-A 1x1 meter soft-floored panel should be mounted on the wall where the board will be hung. 

(This can be a tatami mat for convenience.) 

-A hanger bracket provided next to the board is mounted to 1.73 meters from the ground. 

-The hanging process is terminated by inserting the nail on the back of the board into this 

hanging apparatus. 

 

https://youtu.be/G4cFeEEKFQ0 

https://youtu.be/0U0WSHWlPcM 

 

 

 

 

https://youtu.be/G4cFeEEKFQ0
https://youtu.be/0U0WSHWlPcM


CREATING THE SHOOTING LINE 

-To get the exact measurement of the shooting line, this point is reached when we put the tip 

of the meter on the red point (bullee) in the middle of the board that we mounted at a distance 

of 1.73 m from the wall and extend it to the ground by 2.93 m. (This measurement is to 

prevent obstructions caused by wall thicknesses. ) 

-The shooting line can be created from a wooden, metal or adhesive label (can also be drawn 

with a writing pen). 

-The width of the shooting line is 60-100 cm. 

 

LIGHTING 

-Board should be well lit. 

-The best angle is the ceiling mounted 2 lamp shape of the lights. 

-These lamps should be at a distance of 4 meters from the side. 

-However, this type of lighting causes shadows on the board. 

-The lighting should not be in a position to close the sight distance of the shooting dartist. 

-The best lighting used today is the clip-on metal bright illuminated lamps. 

(75-100 Watt) is the one mounted on the board. 


